TYPE:

DISPLAY:
CHARACTER HEIGHT:
VISIBILITY:

FRAME:
DIMENSIONS:
WEIGHT:
OPERATING TEMP.:
HUMIDITY:
OPERATING MODE: --———-—---

SPECIFICATIONS

8 Ibs.

BTZ-42440-2ERR
il N Y

NUMBER || ELECTRONIG| TIME

DIGIT SIZE

OF ZONES|| LETTERING ||COLOR

LOCATION

COLOR

DIGITAL and ALPHANUMERIC
4-DIGIT, 7 SEGMENT TIME in RED and 15 Char. 5x7 Dot-Matrix LOCATION in RED
4" (101.6mm) HR/MIN and 1.2" (30.48mm) LOCATION
225 Ft. (68.6 METERS)

POWER REQUIREMENTS: — 100-240vac 50~60Hz (12 vdc SWITCHING TRANSFORMER ). DALLAS DS32 SERIES &
ALUMINUM (BLACK ANODIZED FINISH)
10.25" x 32.25" x 1.5"

-17°TO 190° F
0% TO 95% NON-CONDENSING
AUTOMATIC DAY LIGHT SAVINGS, 31 TIME ZONES,10 YEAR MEMORY BACKUP WITH

ALL CLOCKS USE THEJERRCH I o

RTC PARTS, AND OUR

FIRMWARE CONTROL, || L8

TO GET THE ONE SEC jga'|

A YEARACCURAcY. niBiiiadaaleinGim

1 SEC A YEAR ACCURATE (TCXO)

1 SEC/YEAR ACCURACY, NON-GLARE LENS, EYELET AND SAW TOOTH SURFACE MOUNT, PC INTERFACE WITH DDS
TIMENET 2 SOFTWARE INCLUDED AND RS232/DB-9 CABLE

CLOCK BACK

#24awg or larger
twisted pair

SIGNAL CABLE
Category 2 UPT- type

#

THE PC IS USED TO SET THE LOCATION
DISPLAY AND TIME. THE CLOCK CAN
RUN ON ITS OWN WITHOUT THE PC.

DIGITAL DISPLAY SYSTEMS

Running
DDS TimeNet

GROUP (A-2)
CLOCK NUMBERS (0-127)

RS-232 SERIAL
PORT

DB9
CONNECTOR
' R SUPPLIED

NOT OVER
1001t

-) SIDE

R \ )

st T Whire WHITE / BLUE
ORANGE / WHITE i S / WHITE / ORANGE,

Wall

Mount

cLocKk

BACK

MOUNTING
777171 AVWIRE
Ceiling

Mount

lcLock
|BAaCK




Group Letter Group Clock Numbers
DIGITAL DISPLAY SYSTEMS A = o =~ Presets... | Help... |
‘ E e Time Zone
Ru n”i ng |(24) UTC-8 (Uniform) PST Pacific Standard Time |
5 Daylight Savings
DDS Tlm eNet RS_232 SERIAL ‘[Sjl;I]Qan Suncg;ay in Mar. 0159-0300 to 1st Sunday in Nov. 0159-0100 _"_J
Text Displa
GROUP (A-2) DIB:ORT |caiim§p=:wym ~ Cancel | [ oo | Ext |
CLOCK NUMBERS (0-127) [Py |
SUPPLIED | Sending to Clack Number 1 Using COM1 Thu, Jan 17,2008 10:38:26

RS-232
NOT OVER
100f1t
(+) SIDE
BLUE / WHITE
ORANGE / WHITE
Fearaqiute
SIZE 72B
i :( (-) SIDE
WHITE / BLUE
WHITE / ORANGE

GROUP CLOCK NUMBERS

VISIBILITY CHART:

0.7” DIGIT: 30 FT (9.144 Meters)
1.2” DIGIT: 50 FT (15.24 Meters)
1.8” DIGIT: 75 FT (22.86 Meters)
2.0” DIGIT: 90 FT (27.432 Meters)
2.5” DIGIT: 125 FT (38.10 Meters)
4.0” DIGIT: 225 FT (68.58 Meters)
7.0” DIGIT: 500 FT (152.4 Meters)




COLOR OPTIONS

BTZ-42440-2ERR BTZ-42440-2EGR BTZ-42440-2EBR

FOLIMTHIN FROIFTC FRUIFTO FOLINTHIN

BTZ-42440-2ERY BTZ-42440-2EGY BTZ-42440-2EBY

BTZ-42440-2ERG BTZ-42440-2EGG BTZ-42440-2EBG

BTZ-42440-2ERB BTZ-42440-2EGB BTZ-42440-2EBB



