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SPECIFICATIONS ] ) () S oo () P
TYPE: 15 Character Alphanumeric in (RED, GREEN, YELLOW or BLUE)
DISPLAY: 4-DIGIT, 7 seg. TIME in (RED, GREEN, or BLUE) LEDs and 5 by 7 DOT- MATRIX
CHARACTER HEIGHT: -------- 4" (101.6 mm) Hrs / Min and 1.2" 15 CHARACTER location display
VISIBILITY: 150 Ft. (45.72 METERS)
POWER REQUIREMENTS: -- 100-240V 50~60Hz (12vdc SWITCHING TRANSFORMER)
FRAME: ALUMINUM (BLACK ANODIZED FINISH)
DIMENSIONS: 13.25" x 96.25" x 1.38" DALLAS D352 SERIES (U8
WEIGHT: 33.5 Ibs. 1 SEC A YEAR ACCURATE (TCXO) FIRMWARE CONTROL, |
OPERATING TEMP.: - -17°TO 190° F AYEAR ACCURACY. . IO
HUMIDITY: 0% TO 95% NON-CONDENSING
OPERATING MODE: -----—------- PC OPERATION RS-232/RS-485, ZONE SELECTABLE, AUTOMATIC DAY LIGHT
N R
CLOCK BACK RUN ON ITS ON WITHOUT THE PC. e MOUNTING INSTRUCTIONS %
w SECURITY
DIGITAL DISPLAY SYSTEMS w SCREW
® Running I\,fg}zgfllE’-;? %< L/ e d
DDS TimeNet 1001t p e v
i SRS lens 0o | A e
W S % | /
12 OR 24 HOUR FORMAT CONNEGTOR
NON GLARE LENS SUPPLED < | I
SUPER BRIGHT LEDS - : f
ALUMINUM FRAME ’ AN T \ -g /
10 YEAR LITHIUM BATTERY BACKUP (Standard) \é&’ @ N /
AUTOMATIC DAY LIGHT CORRECTION (Standard) X 10ft :
ONE SEC A YEAR ACCURACY (TCXO) (Standard) PC COMMUNICATIONS Frame back /
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Group Letter Group Clock Numbers

l—ﬁ:\ A-:J {0 )j FPresets... ‘ Help... ‘
pos =il ﬂm =l = Time Zone
Rurﬁing i ‘ . |[24] UTC-8 (Uniform] PST Pacific Standard Time Bd|

Daylight Savings

RS_232 SERIAL 1{30] Znd Sunday in Mar. 0153-0300 to 1st Sunday in Nov. 0153-0100 hd

DDS TimeNe

PORT Text Display
GROUP (A-2) DBY [CALIFORNIA ~ Cancel | [ ooy | Exit
CLOCK NUMBERS (0-127) CONNECTOR
SUPPLIED Sending to Clock Number 1 Using COM1 Thu, Jan 17,2008  10:35:26

RS-232
NOT OVER
e 100ft

ORANGE / WHITE
ALL CLOCKS USE THE

DALLAS DS32 SERIES |
il RTC PARTS, AND OUR [}
) SIDE FIRMWARE CONTROL, " o
i TO GET THE ONE SEC jy;
WHITE ) DEAn A YEAR ACCURACY. |

WHITE / ORANGE
1 SEC A YEAR ACCURATE (TCXO)

WHEN ON THE PC THE PC TIME IS UP
DATING THE TIME ON THE TIME ZONE
CLOCKS. WHEN THE PC IS OFF THE (0)
ZONE IS UPDATING THE TIME AND THE
COLON IS FLASHING ON ZONE (0).
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